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OEM
1 1725 208-230/460 1813P ♦ Ball 56H 3 .1-3 .0/1 .5 1 .9 0 .625 1 .15 12 .4 30 VC

1 1/2 1725 575 1197 ♦ Ball 56HZ 2 . 0 2 .3 0 .875 1 .15 12 .3 36
1725 208-230/460 1814P ♦ Ball 56H 4 .8-4 .8/2 .4 1 .9 0 .625 1 .15 12 .8 34 VC
1725 200-230/460 7913VP ♦ Ball 56HZ 4 .8/2 .4 2 .3 0 .875 1 .15 12 .9 36

2 1725 208-230/460 1815P ♦ Ball 56H 6 .0-6 .2/3 .1 1 .9 0 .625 1 .15 12 .8 34 VC
1725 200-230/460 7914P ♦ Ball 56HZ 7 .6-7 .8/3 .9 2 .3 0 .875 1 .15 12 .3 37
1725 575 1088 ♦ Ball 56HZ 2 .9 2 .3 0 .875 1 .15 12 .2 34 LE

3 1725 200-230/460 7915VP ♦ Ball 56HZ 9 .0-9 .2/4 .6 2 .3 0 .875 1 .15 12 .3 45
1725 575 1089 ♦ Ball 56HZ 3 .4 2 .3 0 .875 1 .15 13 .2 48

LE = Lennox®†

Note VC Quick Change Voltage Device

Three Phase Commercial Belt-Drive Blower Motor 
Open Dripproof, Air Over Not Required

FEATURES:
• Automatic Reset Thermal Overload Protector
• Reversible Rotation
• Continuous Duty
• Double Contact Sealed Ball Bearings
• Dual Voltage

• Class B Insulation
• 104°F (40°C) Ambient Rated
• 208v will not be marked on DOE regulated
 spread-voltage motors . Refer to online data
• Discount Symbol: DS-3HAC

APPLICATIONS:
To meet manufacturer's requirements for belt-drive blowers in commercial air conditioning applications
where 3 phase power is required.
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OEM
1/2 1725 208-230/460 8488 ♦ Ball 56 2 .0-1 .9/0 .95 1 .9 0 .625 1 .25 10 .3 20
3/4 1725 208-230/460 8489 ♦ Ball 56 2 .9-2 .9/1 .5 1 .9 0 .625 1 .25 10 .8 22
1 1725 208-230/460 8498 ♦ Ball 56H 4 .3/2 .2 1 .9 0 .625 1 .25 11 .3 26

1 1/2 1725 200-230/460 8490P ♦ Ball 56H 5 .2-5 .1/2 .6 1 .9 0 .625 1 .15 12 .8 40
2 1725 208-230/460 8493P ♦ Ball 56H 6 .1-6 .3/3 .1 1 .9 0 .625 1 .15 12 .8 26

♦ Refer to Motorboss for Pricing


