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Mesh particulate filter for YELLOW JACKET® 
recovery machines remove particles to 
protect units. Easy to clean and reuse  
or replace.

UPC# Description
95014 Recovery filter 

UPC# Description

95134 Screens R 70a Series (4 pak)
95136 Screens R 80a, R 100 Series (4 pak)
95139 Screens R 60 and R 60a Series (4 pak)
95141 Screens RST (4 pak)
95342  Replacement brass bulkhead fitting 

for R 60a and R 70a
95343  Replacement “O” ring for R 60a and 

R 70a (3 pak)
95538 R 60 solid state TOS board

High capacity in-line filter drier removes moisture and 
oil breakdown products, as well as acid from burnt 
out systems. Attaches directly to refrigerant recovery 
system with a 1/4" female and a 1/4" male connection. 
UL and CSA listed.

RECOVERY BURNOUT 
FILTER FOR 
DIRTY SYSTEMS

PARTS FOR RECOVERX 
AND RECOVERXLT®

UPC# Description
95156 Circuit breaker (12 AMP)
95190 Capacitor (115V Machine)
95187 Relay (115V Machine)
95188 Shorting cap for umbilical cord
95210 Large cord strain relief bushing
95215 Power cord (U.S.)
95216 Rocker switch
95248 Umbilical cord overfill sensor
95294 Fan clip
95325 High pressure switch
95338 Low pressure switch
95444 Case, front
95445 Case, rear
95446 Case, half (both halves)
95447 Case, cord wrap
95448 Aluminum frame
95449 Compressor bracket grommet (5 pk)
95450 Condensor coil
95451 High pressure gauge
95452 Low pressure gauge
95453 Manifold assembly
95456 Neon lamp (115V Machine)
95528 CPR valve
95455 Fan blade
95457 Replacement filter screen
95477 TOS LED strip assembly
95527 Solid state TOS board
95538 R 60 solid state TOS board

REFRIGERANT RECOVERY CYLINDERS
FOR R-410A

UPC# Description
95002 30 lb. 400 psi cylinder DOT 400
95007 50 lb. 400 psi cylinder DOT 400
95012  30 lb. 400 psi cylinder DOT 400 with float switch
95013  50 lb. 400 psi cylinder DOT 400 with float switch

SIGHT GLASS

UPC# Description
41145 Sight glass with 1/4" connections

Use with YELLOW JACKET® RecoverX and 
RecoverXLT machines. Indicates when  
all liquid has been recovered so you can 
switch immediately to vapor cycle and  
speed up the recovery process. 1/4" flare  
x 1/4" female flare.

THE TRAP  
SEPARATOR
High porosity filter 
effectively traps 
sealant, dye and 
lubricant so only  
pure refrigerant exits 
to your recovery 
equipment. Filter 
replacement is  
easy in less than  
five minutes.

UPC# Description
38087  The Trap Separator – 1/4" flare fittings 
38081  Replacement filter pak

These gray and yellow 30 and 50 lb. cylinders feature “Y” valve for 
liquid/vapor, 400 psi rating and 3/4" plug for a float switch. 

PARTS FOR R 50A,  
R 60A, R 70A, R 100

WRAP-AROUND HEATER 
FOR REFRIGERANT  
CYLINDER
•  Fits 30, 50 and 125 lb. cylinders

•  Thermostat controlled  
with maximum 130˚F  
(54°C) and minimum  
120˚F (48.8°C) (surface  
temperature of tank)

•  Cycles on/off to maintain  
surface temperature

•  200 watt, 115V or 230V

•  20" velcro straps and 6' cord

UPC# Description
68848  Wrap-around cylinder heater 115V
68849 Wrap-around cylinder heater 230V
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